.072 DIA.

.054 DIA.

PIN RECEPTACLES
for .020” - .032” diameter pins

0338-0-15-XX-15-XX-10-0
Solder mount in .057 min.
mounting hole

0378-0-15-XX-15-XX-10-0
Solder mount in .082 min.
mounting hole

6002-0-19-XX-15-XX-10-0
Solder mount in .059 min.
mounting hole
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7009-0-19-XX-15-XX-10-0

Press-fit in .063 mounting hole

SPECIFICATIONS

SHELL MATERIAL:
Brass Alloy 360, 1/2 Hard

CONTACT MATERIAL:
Beryllium Copper Alloy 172, HT

DIMENSION IN INCHES
TOLERANCES ON:

LENGTHS: +.005
DIAMETERS: +.002
ANGLES: +2°

ORDER CODE: XXXX - X

BASIC PART # ___/

SPECIFY SHELL FINISH:

01 200u" TIN/LEAD OVER NICKEL

15 10u" GOLD OVER NICKEL

#15 CONTACT (DATA ON PAGE 209)

-IX-XX-15-XX-10-0

Y SPECIFY CONTACT FINISH:
01 200u" TIN/LEAD OVER NICKEL
14 10u" GOLD OVER NICKEL
27 30" GOLD OVER NICKEL

CONTACT
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